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18 – 21 November 2009, VEFAC, Hanoi, SR Vietnam

Comba Telecom Introduces Tower Bottom Solution to Local Market at Vietnam Comm 2009

(November 2009 – Vietnam) – Comba Telecom Systems Holdings Limited (“Comba” or the “Group”, Hong Kong stock code: 2342), a leading wireless enhancement solutions provider is proudly announcing the launch of its Tower Bottom Solutions (TBS) for Vietnam Operators. 

Comba’s Tower Bottom Solutions (TBS) is a modular design system that supports multi-band and multi-sector configuration. It allows higher output power levels, thereby increasing the coverage range and area of base station cell sites.  The system is deployed as part of the base station setup and is installed at the bottom of station tower sites in either indoor or outdoor environments., 

TBS supports GSM network with high linearity and efficient MCPA technology, and also works with mixed modulation with GSM, CDMA, EDGE and WCDMA. Moreover, it supports external BTS alarm with voltage-free dry contacts.  With As such, operators installing the TBS can realize network CAPEX efficiencies by increasing the number of carriers per cell site without additional requirements for cables and antennas, thus freeing link budget to increase cell site coverage.  With high power MCP as an integral part of the MCPA TBS, the requirement for multiple SCPAs are eliminated, thus reducing overall BTS power consumption and also failure rates of active modules to achieve lowered OPEX.  The MCPA TBS is designed to be easily scalable and facilitates network upgrades to WCDMA and next generation network technologies. 

Comba is an end-to-end wireless solutions provider and provides 2G and 3G solutions for operators and enterprises in Vietnam.  A selection of its solutions and products can be viewed at Booth #1F09 at Vietnam Comm 2009 event held in Vietnam Exhibition & Fair Centre in Hanoi between November 18 – 21, 2009. 

Comba ‘s Booth Location: #1F09 

Key Features of TBS

· High downlink power for extended cell coverage.

· MCPA with 20MHz Instantaneous Bandwidth can support multiple GSM downlink carriers.

· PDM integrate (configuration 1 for 1 MCPA type) and provides up to 2 +12V power supply to 2 TMA.

· Permits local monitoring via notebook computer and remotely by GSM wireless modem.

· Alarms can be transmitted to OMC via data link or SMS.

· External alarm connected to BTS can be send to the OMC when the equipment fails.

· Automatic bypass feature permits BTS operation when equipment or power supply fails.

· Monitor the status of Tower Mounted Amplifier via designed monitoring ports.

· The integrated administration of networks sends the monitoring data via the data link and GSM SMS.
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